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Short Message*

Firmware Upgradeable

Emergency / ANI

Voice Recording (optional)

Applicable Military Standards 810C/D/E/F

Applicable

MIL-STD

Low Pressure

High Temperature

Low Temperature

Temp. Shock

Solar Radiation

Rain

Humidity

Salt Fog

Dust

Vibration

Shock

810C

Methods   Procedures

500.1      1

501.1      1,2

502.1      1

503.1      1

505.1      1

506.1      2

507.1      2

509.1      1

510.1      1

514.2     8,10

516.2     1,2,5

810D

Methods   Procedures

500.2      1,2

501.2      1,2

502.2      1,2

503.2      1

505.2      1

506.2      2

507.2      2,3

509.2      1

510.2      1

514.3      1

516.3      1,4

810E

Methods   Procedures

500.3      1,2

501.3      1,2

502.3      1,2

503.3      1

505.3      1

506.3      1,2

507.3      2,3

509.3      1

510.3      1

514.4      1

516.4     1,4

810F

Methods   Procedures

500.4      1

501.4      1,2

502.4      1,2

503.4      1

505.4      1,2

506.4      1,2

507.4      1

509.4      1

510.4      1

514.5      1

516.5      1,4

General

Transmitter
RF Power Output

Modulation

Spurious and Harmonics

FM Noise

Audio Distortion

4W/2W UHF   5W/2W VHF

16K 3E/11K F3E

-36dBm<1GHz -30dBm>1GHz

40dB

5%

Receiver
Sensitivity

Selectivity

Intermodulation

Spurious Response Rejection

S/N

Rated Audio Power Output

Rated Audio Distortion

0.25/0.28 V

70/60dB

60dB

70dB

40dB

500mW

5%
All Specifications are tested according to TIA/EIA-603, and subject to change without
notice due to continuous development.

Frequency Range (MHz)

Channel Capacity

Channel Spacing (KHz)

Operating Voltage (V)

Battery

Battery Life (5-5-90 duty cycle)

Frequency Stability (ppm)

Operating Temperature ( )

Antenna Impedance ( )

Dimensions L W H (with battery, without antenna) (mm)

Weight (with antenna & battery) (g)

VHF:  136-162  136 -174   145-175 

UHF:  350-390  400-430  400-470  440-470   450-480   480-520

16 (TC3000)     512/256 (TC3600) *

25(20) /12.5  *

7.5 

1700mAh (Li-ion)

About 10 Hours

2.5

-25~+55

50

105   57  37(TC3000)    105   57  39(TC3600)

289.5 (TC3000)     315.5 (TC3600)

Accessories

Accessories

Accessories

Li-ion battery pack (1700mAh)  BL1711

Rapid-rate charger for Li-ion battery CH10L08

Switching power  PS1009

Power cable (Euro-standard)

Belt clip with metal holder BC09

Strap RO04

D-earset with in-Line 
PTT & microphone  

EHN07

D-earset with boom 
microphone & in-Line PTT 

EHN08

Rapid-rate multi-unit 
charger for Li-ion 
battery MCL01

Li-ion battery 
pack (2100mAh)

 BL2104

Light-weight, behind-the-
headearset 

with in-Line PTT ECN06

Light-weight, single-ear 
headset with 

in-Line PTT ECN07

Heavy weight high-quality 
noise-cancelling 
headset ECN08

Behind-the-head heavy weight
 high-quality noise-cancelling 

headset ECN09

3-wire surveillance earpiece
 with transparent acoustic tube 

EAN02 (black)

3-wire surveillance earpiece 
with transparent acoustic tube 

 EAN06 (beige)

Public Safety 
Compact and powerful, the TC3000 and  TC3600 offers features that are perfect  for this market.

Security 
Selectable power output, signalling and voice operated transmission make the TC3000 and TC3600 radios 
excellent choices for security applications.

Management
Size and professional ergonomic design  make the TC3000 and TC3600 radios easy to operate and easy to 
control work groups within your  business. 

Recommended Applications
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2-wire surveillance earpiece 
with transparent acoustic 

tube  EAN05 (beige)

2-wire surveillance earpiece
with transparent acoustic tube

  EAN07 (black)

Vehicle adapter 
for charger

 CHV09 

Six-unit switching
 power (Japan)  

PS7001

Leather carrying 
case(swivel) LCBN40

Leather carrying 
case(swivel)LCBY14

Remote speaker microphone  
SM08N1

Earbud with in-Line PTT 
 ESN05

Ear canal bone induction 
earpiece  EBN01

Light weight throat-vibrating 
earpiece  ELN02

Earpiece with on-MIC
 PTT & transparent acoustic 

tube  EAN04

2-wire Earpiece with Wireless 
Earphone and Neck Loop 

EWN03

Programming cable
 kit(COM port) PC18

Programming cable 
kit(USB port) PC25
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